Installation of Aspen One 2004 applications

This procedure is valid for the following applications : 


ACOL 2004

Flarenet 2004

FIHR 2004

HYSYS 2004

MUSE 2004

TASC 2004
There are only small detailed differences between the different application installations. So I will present the installation of one: Hysys2004 and  will underline the differences throughout the procedure. 

Before beginning the installation, be sure that you are under the user session with the administrator rights

Browse the DVD and go to aes2004cd1 and click on the Hysys2004.msi to launch the installation. The .msi of each program is named as follows : XXXX2004.msi. (XXXX = program to be installed)

The following window appears :
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Click on Next.
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Click on « Yes, I accept the terms in the license agreement »  then on Next.
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Click on “Standard Install”.
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Click on Next. If the user doesn’t got enough space on C:\ then browse to install on D:\.

This step exists only for Hysys2004 and TASC2004.

For each program, an icon with a red cross followed by the program name or « Program files » appear with next window. 
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Click right on the icon and select as shown above « This feature, and all subfeatures, will be installed on local hard drive ». The icon change to the following :
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In the case of Flarenet, choose both « Program Files » and « Working Files ».

Click on Next.

If there is a space limit on C:\, select a more limited installation by choosing « This feature will be installed on local hard drive » (without examples) or click on « Change » to install on D:\.


AspenTech Installer resumes the different modules, which will be installed.

Click on Install.

Installation running…
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The installation ended.
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Click on Finish.

The application installation is finished.

Launch the script regeserver.reg which allows to register the servers on the computer and the user to get to license servers. 

Then launch the script suppregscreen.reg. This allows to suppress a registering screen appearing at the opening of an Aspen One application.

If a AspenOne application has been already installed on the computer, the last two steps are not required.

TASC Installation :

The installation of TASC alone on a computer without any previous Aspen One installation shows a bug : Error 429

The workaround is as follows :

· Click on run and type cmd

· Drag aspensplash.exe on the dos window.

· Write at the and of the command line /regserver to look like as follows:

« c:\program files\fichiers communs\aspentech shared\aspensplash.exe »/regserver

· Click on OK.
Dans les paramètres régionaux, mettre un point à la place de la virgule.
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